
Cap
steel bolts

 (M8) dia. Stainless16
5

Gasket

Post

Coupling

3 (75)

grade line

Finished

reducer

Conduit

Concrete

(2
5
0
)

1
0

(1
.7
 

m
)

5
'-
6
"

m
in
.

1
2
 
(3

0
0
)

m
in
.

2
4
 
(6

0
0
)

m
in
.

3
0
 
(7

5
0
)

(3
0
0
)

1
2

(300)

12

Sign

Button

(300)

12

(3
0
0
)

1
2

unless otherwise shown.

All dimensions are in inches (millimeters)

1-1-14

Cap
steel bolts

 (M8) dia. Stainless16
5

Gasket

Post

Coupling

3 (75)

grade line

Finished

reducer

Conduit

Concrete
(2

5
0
)

1
0

(1
.7
 

m
)

5
'-
6
"

m
in
.

1
2
 
(3

0
0
)

m
in
.

2
4
 
(6

0
0
)

m
in
.

3
0
 
(7

5
0
)

(38)

2
11

reach range requirements.

dimensions for PROWAG

Revised and added 

30 (762) min.

3'-6" (1.05 m) max.

30 (762) min.

3'-6" (1.05 m) max.

36 (914) prefered

or sidewalk

Edge of ramp

(250)

10 max.

(250)

10 max.

or sidewalk

Edge of ramp

(2
5
0
)

1
0
 

m
a
x
.

Sign (typ.)

Button (typ.)

4-1-16

current MUTCD.

for concistency with

Revised sign numbers

R10-4 series

R10-3 or

Sign

R10-4 series

R10-3 or

Sign

R10-4 series

R10-3 or

Sign

STANDARD 876001-04

* *

*

BUTTON POST

PEDESTRIAN PUSH

PEDESTRIAN ONE PUSH BUTTON POST PEDESTRIAN TWO PUSH BUTTON POST

TYPICAL TWO BUTTONS

TOP VIEW

TYPICAL ONE BUTTON

TOP VIEW

Illinois Department of Transportation

2016

APPROVED 2016

ENGINEER OF DESIGN AND ENVIRONMENT

IS
S

U
E

D
1
-1
-0

7

PASSED

ENGINEER OF OPERATIONS

April 1,

April 1,

DATE REVISIONS


